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Housin | Loapep | & PICK & TECHNICAL SPECIFICATIONS:
PART NO. 3 | PACKAGING | PLACE A |B«015| cC D
SIZE ckTs | 8 TAPE
F . MATERIAL:
85510-5020 o | BLSTER ON NO 1015 REF HOUSING: LCP FIBER GLASS FILLED UL 94-VO COLOUR: BLACK
pr——— 8 8 W REEL 13" = 14.40 N‘ OTE 8 : CKT 1 TERMINAL: COPPER ALLOY PLATED WITH:
' ' : BASE FINISH: NICKEL
1524 | 889 | 1077 | +0.2
85510-5028 o | BLISTER ON NO 04 CONTACT SURFACE FINISH:
8 8 | ReeL22 —_— ~ GOLD
85510-5128 YES OR
85510-5019 o | BLISTER ON NO y J GOLD FLASH OVER PALLADIUM NICKEL.
6 6 i REEL 13" M EXCEEDS PRODUCT REQUIREMENTS BASED ON PS-95503-001
85510-5119 YES 12.40 % O
1321 | 635 | 995 | +0.2
85510-5027 o | BLSTER ON NO J_'O_ 4 _ @) SOLDER NAILS: COPPER ALLOY PLATED WITH TIN
6 6 £ | REEL 22" W = @
85510-5127 YES Qs ] — - — —O+t—— < . JACK FOR MATING WITH IEC 60603-7 AND TIA-1096-A PLUGS
85510-5018 o | BLISTER ON NO z o I (MOLEX 95075 SERIES).
6 4 W REEL 13" — 3. PRODUCT SPECIFICATION: MOLEX PS-95503-001
85510-5118 YES a1 | sst | s 1+2d420 {— > 4. APPLICATION SPECIFICATION: AS-85513-001
: : : : . PACKAGING SPECIFICATION: PK-85510.
85510-5026 o | BLISTER ON NO 04 | >§\ °
6 4 i e 0 SHEET 1 (TAPE ON REEL)
85510-5126 YES SHEET 2 (BLISTER ON REEL 13")
—_—— e A SHEET 3 (BLISTER ON REEL 22")
85510-5017 NO
4 4 | @ | BLSTERON _ \ OPTIONAL 6. COPLANARITY OF SIGNAL LEADS: 0.10 MAX.
85510-5117 > REEL 13 YES 10.40 - NOTE 7. 7. MANUFACTURING I.D CAN BE EITHER MG, MXF, MXI OR MXCH.
1118 | 381 | 840 | +04 PICK & PLACE . PICK AND PLACE KAPTON AVAILABLE AS OPTION.
85510-5025 , . o | BLSTERON NO 02
85510-5125 > REEL 22 YES LAST INSPECTION NO.: 14
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‘_- FUNCTIONAL] THIS DRAWING CONTAINS INFORMATION THAT IS PROPRIETARY TO MOLEX ELECTRONIC TECHNOLOGIES, LLC AND SHOULD NOT BE USED WITHOUT WRITTEN PERMISSION
0 SYMBOLS |DIMENSION UNITS SCALE CURRENT REV DESC: ADD "MXCH" AS
. MANUFACTURING |.D. SEE NOTE 7.
T - of_mm | 1: molex
~— ‘ 1.27 TYP GENERAL TOLERANCES
© A l-—— W= 0| (UNLESS SPECIFIED)
ANGULARTOL & 20° TOP ENTRY SMT JACKS
W= 0 EC NO: 641518 4/4 6/6 AND 8/8 POS. WITH SOLDER NAILS
4PLACES |t DRWN: CRAODOREMS 2018/02/09
DIVISIONAL] 3 pLACES E CHK'D: KLANG 2020/08/25
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