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PL102 Seri

es 1.8mm Miniature Bi-Level LED Holder

Features

*Miniature Bi-Level LED Holder,

Right Angled

*Space saving Circuit Board Indicator

*High Light Output

*Housing Material Black Nylon UL94V-2
*2 Green LEDs with Color Diffused

Lens used

*Color Arranged from Top to Bottom

*RoHS Compliant

Absolute Maximum Ratings at Tp = 25°C

POWEE DISSIPALION. .. ..ttt e e et e e e e e e e 78mwW
ReVErse VOIage (100 LAY . ... ueie it e e eeit e e et e v e e e et e e e aeeaeens 5.0v
Max FOrWard CUITENL. ........e ettt e et e e 30mA
Peak Forward Current (1/10 Duty Cycle, 0.1ms Pulse Width)........cccoeeeereneververnenn..... 100MA
Operating Temperature RaNQE ........ovvvvreviriie e rerineceeieaeee venaeens -25°C to + 85°C
Storage Temperature RANQE ....vvvveivives i v eaeieeens -40°C to +100°C
Soldering Temperature (1.6 mm below body). .« «.« «vveeereenvenernnneeennnns 260°C for 5 seconds

Electrical & Optical Characteristics at Tp = 25°C

Emittin Chi Peak Dominant Viewing Forward Luminous
Part Number Colorg MaterF;aI Wave Wave Angle Voltage Intensity
Length Length 20 %2 @20mA (V) [ @20mA (mcd)
Color Diffused Lens nm nm Deg Typ | Max Min Typ
PL102-2G13 Green GaP 567 572 30° 21 2.6 25.0 45.0

All dimensions are in Millimeters. Tolerance is + 0.5mm unless otherwise specified.
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