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NOTES:
1. SPECIFICATIONS
IMPEDANCE: 50 OHMS
FREQUENCY RANGE: 0-4 GHz
VSWR: NOT APPLICABLE
WORKING VOLTAGE: 335 VRMS MAX AT SEA LEVEL
DIELECTRIC WITHSTANDING VOLTAGE: 1000 VRMS MIN AT SEA LEVEL
INSULATION, RESSSTANCE* 100D MEGOHM N
CONTACT RESIS
CENTER CONTAGT - INITIAL 6 MILLIOHM MAX, AFTER
ENVIRONMENTAL B MILLIDHM MAX
QUTER CONDUCTOR - GOLD PLATED INITIAL 1 MILLIOHM MAX, AFTER
ENVIRONMENTAL 1.5 MILLIDHM MAX
NICKEL PLATED INITIAL 2.5 MILLIGHM MAX, AFTER
ENVIRONMENTAL 3.5 MILLIOHM MAX
BRAID TO BODY - NQT APPLICABLE
CORDNA LEVEL: NOT APPLICABLE
INSERTION LOSS: NOT APPLICABLE
RF LEAKAGE! NQT APPLICABLE
RF HIGH POTENTIAL WITHSTANDING VOLTAGE: 6DD VRMS AT 4 AND 7 MHZ
MECHANICAL *
ENGAGE/DISENGAGE FORCE: INITIAL 14 LBS MAX, AFTER DURABILITY 14 LES MAX
ENGAGEMENT, 2 LB MIN DISENGAGEMENT CUSTOMER DRAWING
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UE: NOT APPLICABLI
COUPLING NUT RETENTION: NOT APPLICABLE THS DRAWNG 10 B NFERFRETED
CONTACT RETENTION: 4 LBS MIN AXIAL FORCE -
CAHLE ACCEPTABILITY: NOT APPLICABLE "
CABLE HEX CRIMP SIZE: NQT APPLICABLE "LSTATION

GORRBILITY: 500 CYCLES M o-E
LY t COMPANY CONFIDENTIAL

ENVIRQONMENT AL4 TOLERANCE UNLESS DRAWN BY DATE I—l N Cinch ComecitySlutons
{MEETS OR EXCEEDS THE APPLICABLE PARAGRAPH OF MIL-C-39012) OTHERNSE SPEQRID | & T 8-3-87 OHNSON e, N 55053
THERWAL SHOCK® MIL-STD-202." METHOD 107, CONDITION & DEONAS | - - La0aan aase
OPERATING TEMPERATURE: -65 DEG XX —— | ——— | CHECKED BY ONTE TME JACK ASSEMBLY
CORROBION: ML -S70- 202, METHOD. 107 CONDITION B
SHOCK: MIL-STD-202, METHOD 213, CONDITION B8 XXX—— | —— " —rraveg 5T orE END LAUNCH
VIBRATION: MIL-STD-202, METHOD 204, CONDITION 8 NATL RRF 5-5-B8 SMB
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