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SCHEMWATIC

SPECIFICATIONS

POSITION 1
(MAINTAIMED)

@

@

POSITION 2
(MAINTAINED)

COLORS AND MARKINGS

FUNCTIDN:
2P1T OFF—ON
RATINGS:
ANSI/UL 1054 and CAM/CSA C22.2 No. 55 (E194570):
164 125VAC [UR, cUR]
10A 250VAC [UR, cUR]
1/3HP 125/250VAC [UR, &UR]

EN 61088-1:2002:
10(4)A 250V~ o 1E4 T125/58 [ENEC14, SEMKO]
10{2)4 250V~ w SE4 TBS/55 [ENEC14, SEMKO]

ILLUMINATION VOLTAGE:
125v

CONTACT RESISTANCE:
Inltlal: 35mi Mox. ot SOVAC

INSULATION RESISTANCE;
100M Min. at S00VDC

DIELECTRIC STREMGTH:
1,500VAC For 1 Winute

ELECTRICAL LIFE:
6,000 Cycles [UR, cUR]
10,000 Cycles [ENEC14, SEMKD: 10(4}4 250v~]
50,000 Cycles [ENEC14, SEMKD: 10(2)4 250v~]

TEMPERATURE:
Operating: —20°C %o 105°C [UR, cUR]
Operating: —20°C ta 125°C [ENEC14, SEMKD: 10(4)A 250v~]
Operafing: —20°C to BS'C [ENEC1d, SEMKO: 10{Z)A 2500~]

L A ©

ROVA

COMPLIANT

MATERIALS

BooY:
Black

ACTUATOR:
Transporent Raed

MARKINGS:
1/0 Vartical (1)

MARKING COLOR:
White

BOCY:

Peolyamide 8/6 (PABB), ULS4 V-2
ACTUATOR:

Paolycarbonate (PC), ULS4 v—2

Pt

Mean Bulb

RESISTOR:
Carbon Filrm Resistar

MOEILE COMWTACT:
Silvar Plated Copper

CONTACTS:
Silver Alloy

TERMINALS: i
Silvar Platsd T
Silwer Plated E'n::

r
& =-switor | [THAMB

GERERAL T

INCHES [MILLIMETERS]
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