ONCONTROLLED DOCUMENT PART NUMBER REV.
SSF—=LXH4/75GYWXXSBD

4,45 [0.175] 40 [0.1571 1070 [0.4211 ——
— 2300 [$0.118]
] @ POS 1
5-%3 F[,ftgfgm ELECTRO-OPTICAL CHARACTERISTICS TA=25'C  I§=20mA
: PARAMETER GREEN YELLOW BLUE  UNTS _ TEST COND
| i PEAK WAVELENGTH 565 585 430 m
FORWARD VOLTAGE (YP) 22 21 45 Vi
FORWARD VOLTAGE (MAX) 26 25 55 V¢
REVERSE VOLTAGE 50 50 50 Ve 1r=100pA
20.30 [0.799] AXIAL INTENSITY 3 30 30 med  Ip=2DmA
VIEWING ANGLE 5O a0 60 7x thata
LED POSITION: 1 1 4
EPOXY LENS FINISH: POGS. 1: MILKY WHITE DIFFUSED PGS.4: BLUE DIFFUSED
LIMITS OF SAFE OPERATION AT 25C PER CHIP
PARAMETER COLORS MAX UNITS
POS 4 PEAK FORWARD CURRENT* 15 mA
254 t0.00] J___I 1 STEADY CURRENT (8/6/Y) 30/25/30 mA
' ] POWER DISSIPATION (8/6/Y) 100/105/105 mi
J DERATE FROM 25 B/6/Y)  -16/-12/-12 /¢
0,50 [0.0201 3.68 [0.145] OPERATING, STORAGE TEMP. —40T0 465 &
SOLDERING TEMP. 260 0
L _ | 2.0mm FROM RODY 3 SEC. MAX
—J ‘ * <1045
30 L0e0l sl 28 [0.1101 - 570 [0.22411—
: 254 10,1001 NOTES:
PIN C: YELLOW ANODE
A [ do PIN F: GREEN ANODE

PIN A: BLUE CATHODE
PIN D: BLUE ANODE

o@ [ [ fAO

NO LED IN POS. 2,3

CNVCONTIROLLELD LOCUMENT

‘UNLESS OTHERWEE SPECFED TOLERANGES PER DEGIWAL PRECISION ARE X=£1 (£0.039) XX=£0.5 ($DOKD, XXX=£0.25 (K910, XXIX=£0.127 (£0005) LEAD SIE=+005 (£0.002), LEAD LENGTH=20.75 (£.030). MN= HOECNAL PRECBION  y - +000 | precision
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IN FART FROM OBCLISURE AND DISSENINATIDN T ALL THRD FARTIES.

T-3mm (T—1) FOUR HIGH LED, FAULT INDICATOR, BELABLIY NTE DRAWN BY: | CHECKED BY: |[APPROVED BY:]DATE: 10.10.02
OUR MANY YEARS OF EXPERENCE DATA ACCUNLLATION INDICATE THAT b - ‘ * *
ONE 565nm GREEN/585nm YELLOW BICOLOR LED, LR MANY YEAZS O EXPERENCE DATA /CCIMULITON NJCATE T PACE: 1 OF 1
ONE 430nm SUPER BLUE LED. PLEASE. PAY ATTENTION 10 YOUR SOLDERING PROCESS, B SCALE:  N/A




