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SHEET 1 OF 1 SCHEMATIC SPECIFICATIONS
1.417 [36.01 FUNCTION:
1P2T ON-ON
0710, 211,
1,071£0.039 [27.2+1.0] @ @ RATINGS:

ANSI/UL 1054 and CAN/CSA C22.2 No. 55 (E194579):
20A 125VAC [cURus]
16A 250VAC [cURus]
3/4HP 125/250VAC [cURus]

ANSI/UL 1054 (233821):
16A 250VAC [CSAus]
3/4HP 125/250VAC [CSAus]

EN 61058-1:2002 and DIN/VDE 0630:2003-03 (40017926):
16(4)A 250V~ 1E4 p T85/55 [ENEC10, VDE]
10(2)A 250V~ 5E4 p T85/55 [ENEC10, VDE]

CONTACT RESISTANCE:
Inttial: 20mQ Max.

INSULATION RESISTANCE:
100MQ Min. ot S00VDC

DIELECTRIC STRENGTH:

POSITION 2 POSITION 1 a 041720039 [10.6+1.01 1,000VAC for 1 Minute
'/ \ § 0315 [80] ELECTRICAL LIFE:
1] 6,000 Cycles [cURus, CSAus]
\ &l o 10,000 Cycles [ENEC10, VDE: 16(4)A 250V~]
T ol & 50,000 Cycles [ENEC10, VDE: 10(2)A 250V~]
3 &
al ¥ TEMPERATURE:
sl 2 Operating: —20°C to 65'C [cURus, CSAus]
sl - Operating: —20°C to 85'C [ENEC10, VDE]
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COLORS AND MARKINGS MATERIALS
BODY: BODY:
Black Polyamide 6/6 (PA66), ULS4 V—2
ACTUATOR: ACTUATOR:
White Polyamide 6/6 (PA66), UL94 V-2
1157 [29.4]
MARKINGS: SPRING:
None Steel
MARKING COLOR: CONTACTS:
None Silver Plated Copper
FRAME: TERMINALS:
Black Siiver Plated Copper
Silver Plated Brass
CAP;
Polyvinyl Chloride (PVC)
FRAME:
Polyamide 6/6 (PA66), ULS4 V-2
SUGGESTED PANEL CUTOUT
T PANEL THICKNESS X
0.030~0.049_[0.75~1.25] | 1.189 [30.2]
0.049~0.079 [1.25~2.00] | 1.201 [30.5]
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